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Pass-Through Connectors   |   Data Sheet

The Jonard Tools Pass-Through Connectors are used by network installers/technicians in order to terminate network 
cables with a pass-through crimper. They are used in households and business and are ideal for terminating a round 
network cable or even replacing an existing connector. 

SPECIFICA-
TIONS

RJ45-5100 RJ45-550 RJ45-525 RJ45-6100 RJ45-650 RJ45-625

CABLE TYPE CAT5, CAT5e 
Network Cables

CAT5, CAT5e 
Network Cables

CAT5, CAT5e 
Network Cables

CAT6, CAT6a 
Network Cables

CAT6, CAT6a 
Network Cables

CAT6, CAT6a 
Network Cables

CONNECTOR 
TYPE

Three-prong 
RJ45

Three-prong 
RJ45

Three-prong 
RJ45

Three-prong 
RJ45

Three-prong 
RJ45

Three-prong 
RJ45

PLATING 
THICKNESS

50 micro-inches 50 micro-inches 50 micro-inches 50 micro-inches 50 micro-inches 50 micro-inches

HOUSING
MATERIAL

Polycarbonate Polycarbonate Polycarbonate Polycarbonate Polycarbonate Polycarbonate

STANDARDS UL 94V-2, RoHS
Compliant

UL 94V-2, RoHS
Compliant

UL 94V-2, RoHS
Compliant

UL 94V-2, RoHS
Compliant

UL 94V-2, RoHS
Compliant

UL 94V-2, RoHS
Compliant

OPERATING
TEMPERATURE

-10° to 60°C -10° to 60°C -10° to 60°C -10° to 60°C -10° to 60°C -10° to 60°C

UPC # 811490018150 811490018112 810053350591 811490018075 811490018068 810053350607

RJ45-5100RJ45-550RJ45-525
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